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NEW AIR HANDLING UNIT SCHEDULE H
BLOWER DATA CHILLED WATER COIL DATA ELECTRICAL DATA FILTER DATA
146 RE F static | e |woror | tora. | sensiace| ENL | L | wir | rareo Fa | mOTOR COMMENTS NAME NO
A AREA AN \ h—
NO. SERVED MAKE MODEL | STYLE TYPE cFm gPRESS | RPM rem fowetuzimf austusery] &G | A | oem | vaits | PRASE aves EFFICIENCY TYPE mODEL | REOUIRED)  SIZE ACCESSOR1ES/COMMENTS
CENT FC ] pLeated | alR FILTER van.uo] 1. CORROSION PROTECTION OF COOLING COIL BLYGOLD OR EQUAL. INCLUDE WARRANTY.
. .00 . . . - T .0 16°X32°X2
anu-1 | 1T FLOOR caRRIER | 39swe3 | woriz | geLT | 1eee | 1.00 1337 | 1750 | 34.79 25.68 | so 67 | s.0 |ees-230v| 3 g0 | s2.0z A \Ne MEAG 1 2. BEUSE EXISTING DISCORNECT.  NEW CONDUCTORS AND SEALTICHT FROM DISCOMECT 10 UNIT
VED.
CENT FC
AHU-2 | 2nD FLOOR| cARRIER | 39sHBa | HORIZ | BELT 1600 | 1.00" | 1097 | 1750 | 62.7 34.94 | s0 67 | 12.0)2e8-230v] 3 180 | 82.0% PLEATED | AR RE] 2 |20'x20°x27| 3. FaBRICATE AND INSTALL ACOUSTICALLY LINED MIXING BOXES. SIZED PER G
DRIVEN UNIT. RETURN AIR VELOCITY NOT TO EXCEED 900FPM TO FILTER RACK.
CENT FC - x32" x2*
anu-3 | R0 FLOOR| caRrier | 39sves | vert | geLt | 4oee | 1.00v | 981 | 550 | 119.48| 92.23 | 60 67 | 23.3|2e8-230v] 3 180 | 84.0% PLEATED | AlR FLLTE] 2 |167x32:x2| 4. PROVIDE 5 SPARE SETS OF FILTERS PER AHU.
CENT FC . . PLEATED | AIR FILTER 2 |167x32"x2"
anu-4 | ath FLOOR | caRRIER | 3asves | vert | geLT ‘| 4000 | 1.00 981 | 1750 | 119.48]| 92.23 | ee 67 | 23.3|2e8-230v| 3 T80 | 84.0% LEDIA INC MPAO 1 o x3s-xs
CENT FC . . PLEATED | AaIR FILTER 2 |167x32"x2"
anu-5 | 5TH FLOOR | caRRIER | 39sko7 | woriz | geLT ‘| 2600 | 1.00 ge4 | 1750 | ee.e8 | 61.39 | eo 67 | 15.5)2e8-230v| 3 T80 | 84.0% LEDIA INE MPAOD T Ba xa5- 1o
CENT FC
anu-6 |61 FLOOR | caRRIER | 3asne3 | womiz | geLT | 1400 | 1.00° | 1566 | 1750 | 45.16 | 3419 | e0 67 | 6.4 |2es-230v| 3 180 | 82.0% FLEAED | At ST 1 16" X32"X2"
CENT FC . PLEATED | AIR FILTER . x20"X2" F
anu-7 | 71 FLooR | carrier | 39sves | vert | eeT ' 1eee | 1.00t | 1097 | 1750 62.7 43.94 | 80 67 | 12.0)2e8-230v|] 3 180 | s4.0% NEDIA INC MPAD 2 |ze-x2e-x2
CENT FC . 3 PLEATED | AIR FILTER 2 16" X32" X2
anu-8 | caB FIR | carrier | 39sneq | nomiz | eeLT | 3see | 1.00t | @53 | 1750 | 1is.e3| es.7 80 67 | 22.5)2e8-230v| 3 180 | s85.0% MED]A INC MPAO 1 o x3s-xs
RAT ATORS FOR NEW A[R HA T
NO FUMES OR RS SHA ALLOW TQ FLOW THRQUGH
FABRICATE AND INSTALL NEW F
Sgggg'r[C?'a'-gx#é“gnﬁgégégs %;FS;EE Ad FACILITY WHILE CONSTRUCTION WORK [5 BEING 1. CONTRACTOR SHALL PROVIDE AND INSTALL NEW VIBRATION ISOLATORS E
DX st O EXIEND arPROX. FOR THE NEW AIR HANDLING UNITS.
END WITH BIRD SCREEN. SIZE
PER UNIT SERVED. 1. CONTRACTOR SHALL BE AWARE IF THERE ARE SMELLS OR ODORS THAT 2. INSTALL VIBRATION ISOLATORS AS REQUIRED AND RECOMMENDED BY THE
WILL BE EMITTED IN THE AIR WHEN ANY WORK IS BEING PERFORMED. AHU MANUFACTURER. SELECT ISOLATORS BASED ON ACTUAL EGQUIPMENT
S THE RESIDENT ENGINEER RESERVES THE RIGHT TO HAVE THIS WORK OPERATING WEIGHT.
NEW z ACCOMPL ISHED DURING THE NIGHT HOURS OF 11:@0PM TO 6:00AM. Q_
- ZESIZUNTA'— xx - 3. PROVIDE VIBRATION ISOLATORS WITH THE FOLLOWING (MIN):
Zmﬂ 2. CONTRACTOR SHALL PROVIDE SUFFICIENT VENTILATION TO EXHAUST ALL oSEISMIC SPRING MOUNT., 1 INCH DEFLECTION
FUMES AND ODORS TO THE OUTDOORS WHILE THIS WORK IS BEING PER- °HEAVY DUTY STEEL SPRING
FORMED. NO FUMES OR ODORS SHALL BE ALLOWED TO FLOW INTO THE o [SOLATOR UNIT WITH A BUILT IN ALL DIRECTIONAL SNUBBING.
OFFICE AREAS. THE EQUIPMENT ROOMS. THE BREAKROOM. THE TOWER °RATED 2G SEISMIC INPUT. ZONE 4 APPLICATION
CAB OR ANY OTHER INTERIOR ROOMS. THERE WILL BE NO EXCEPTION TO o STAINLESS STEEL D
THIS REGQUIREMENT,
4, PROVIDE SUBMITTALS TO THE RESIDENT ENGINEER FOR APPROVAL PRIOR
TO PROCURING ANY MATERIALS.
NEW 6" DIA. STAINLESS 0SA
DUCT WITH 5.S. MANUAL DAMPER
GOING TO OSA HOOD. TYPICAL -
FOR ALL.
C
FABRICATE AND INSTALL NEW
ACOUSTICALLY LINED MIXING
BOXES. TO EXTEND APPROX.
NEW 12" PAST FILTER RACK. OPEN
VERT [CAL END WITH BIRD SCREEN. SIZE
AHU PER UNIT SERVED.
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